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Description  
The Heavy-Duty Welder Harnesses are designed with rugged 
black Kevlar webbing to withstand harsh welding environments. 
They meet ASTM F887 Arc Test requirements and are rated for 
arc exposure. 
 

Materials  
Webbing:  1-3/4” Kevlar 
Elastic Keepers:  Kevlar, Elastic 
Thread (Stitching): Kevlar, Polyester 
*D-Ring:  Clear Chromate Finished Carbon Steel 
*Buckles:  Clear Chromate Finished Carbon Steel 
Grommets:  Brass 
Labels:   Valeron 
Back D-ring Pad  
(ULTRA):  Nylon, Polyester, Urethane, Evoprene, 
   and Leather  
Back D-ring Pad: Evoprene and Leather 
Label Pack:  Evoprene, Nylon 
 

* All hardware meets ASTM (50) fifty-hour salt spray test requirements. 
 

Certification  
Meets OSHA 1926.502, ANSI A10.32, Z359.1 and CSA 
requirements. Also meets ASTM F887 Arc Test requirements  
and are rated for arc exposure. 

 

Technical  
Max. Working Load: 400lbs (181.4kg)  
Webbing Min. Tensile: 5000lbs (22kN)  
D-ring Min. Tensile: 5000lbs (22kN)  
Buckle Min. Tensile: 4000lbs (18kN)  

ULTRA Models Shoulder 
Strap Chest Strap Leg Straps Front  

D-ring 
Side  

D-rings Special Features 

850KQC/UBK Friction Quick-Connect Quick-Connect Option No Pull-down adjustment 
850KQC-4/UBK Friction Quick-Connect Tongue Option No Pull-down adjustment 

850KQC-58/UBK Friction Quick-Connect Tongue Option Yes Pull-down adjustment 
650KQC/UBK Friction Quick-Connect Quick-Connect Option No Pull-up adjustment 

650KQC-4/UBK Friction Quick-Connect Tongue Option No Pull-up adjustment 
650KQC-58/UBK Friction Quick-Connect Tongue Option Yes Pull-up adjustment 
650KQC-7/UBK Friction Quick-Connect Quick Connect Option Yes Pull-up adjustment 

650KQC-77/UBK Friction Quick-Connect Tongue Option Yes Pull-up adjustment/Removable Body Belt

Model No. Shoulder 
Strap Chest Strap Leg Straps Front  

D-ring 
Side  

D-rings Special Features 

850K-4/UBK Friction Mating Tongue Option No pull-down adjustment 
650K-4/UBK Friction Mating Tongue Option No Belt loops/pull-up adjustment 

650K-58/UBK Friction Mating Tongue Option Yes Belt loops/pull-up adjustment 
650K-7/UBK Friction Mating Mating Option Yes Belt loops/pull-up adjustment 

650K-77/UBK Friction Mating Tongue Option Yes Belt loops/Removable Body Belt 
Model numbers listed are for universal size. Harnesses are also available in small/medium and XXlarge by replacing the “U” in the model number 
with “S/M” or “XXL”.  All listed models include a back D-ring and sub-pelvic strap.
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